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AutoCAD SHX Text
MISSOURI ONE CALL TICKET NUMBER 192593728

AutoCAD SHX Text
NOTE: THE UNDERGROUND UTILITIES HAVE BEEN PLOTTED FROM AVAILABLE SOURCES AND THEIR LOCATIONS MUST BE CONSIDERED APPROXIMATE ONLY. THE VERIFICATION OF THE ACTUAL LOCATIONS OF ALL UNDERGROUND UTILITIES, EITHER SHOWN OR NOT SHOWN ON THIS DRAWING, SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL BE LOCATED PRIOR TO GRADING OR CONSTRUCTION OF IMPROVEMENTS. UTILITIES CONTACT BY MISSOURI ONE CALL WERE: ADB COMPANIES  AMEREN MISSOURI ELECTRIC  AU DISTRIBUTION  CHARTER COMMUNICATIONS  LEVEL 3 NOW CENTURYLINK  MISSOURI AMERICAN WATER CO  MCI SPIRE MO EAST  ST LOUIS METROPOLITAN SEWER 

AutoCAD SHX Text
.

AutoCAD SHX Text
NOTES OF INTEREST

AutoCAD SHX Text
(FROM TITLE COMMITMENT)

AutoCAD SHX Text
10'W WATER EASEMENT RECORDED IN DEED BOOK 3674, PAGE 279 IS NOT LISTED IN TITLE COMMITMENT, AS SHOWN ON SURVEY)

AutoCAD SHX Text
OVERHEAD ELECTRIC LINE. POWERPOLE AND GUY WIRE IS LOCATED OUTSIDE EASEMENT, AS SHOWN ON SURVEY.

AutoCAD SHX Text
B

AutoCAD SHX Text
SUBJECT'S LANDSCAPE AREA EXTENDS INTO PRIVATE DRIVE, AS SHOWN ON SURVEY.

AutoCAD SHX Text
C

AutoCAD SHX Text
SUBJECT'S SIDEWALK EXTENDS INTO PRIVATE DRIVE, POSSIBLE CROSS ACCESS EASEMENT, AS SHOWN ON SURVEY.

AutoCAD SHX Text
D

AutoCAD SHX Text
SUBJECT'S LANDSCAPE AREA EXTENDS INTO PRIVATE DRIVE, AS SHOWN ON SURVEY.

AutoCAD SHX Text
E

AutoCAD SHX Text
ST. LOUIS COUNTY, MISSOURI

AutoCAD SHX Text
(N.T.S.)

AutoCAD SHX Text
1.) ALL UTILITIES SHOWN HAVE BEEN LOCATED FROM AVAILABLE RECORDS.  THEIR LOCATION SHOULD ALL UTILITIES SHOWN HAVE BEEN LOCATED FROM AVAILABLE RECORDS.  THEIR LOCATION SHOULD BE CONSIDERED APPROXIMATE.  THE CONTRACTOR HAS THE RESPONSIBILITY TO NOTIFY ALL UTILITY COMPANIES, PRIOR TO CONSTRUCTION, TO HAVE EXISTING UTILITIES FIELD LOCATED.  THE CONTRACTOR SHALL BE ON RECORD WITH THE MISSOURI ONE CALL SYSTEM.  ALL PROPOSED UTILITIES SHALL BE UNDERGROUND. 2.) ALL ELEVATIONS ARE BASED ON BENCHMARK SHOWN. ALL ELEVATIONS ARE BASED ON BENCHMARK SHOWN. 3.) BOUNDARY AND TOPOGRAPHIC SURVEY BY MARLER SURVEYING CO.   MARLER SURVEYING CO.   .   4.) ALL ON-SITE MATERIALS AND METHODS OF CONSTRUCTION TO MEET THE CURRENT STANDARDS AND ALL ON-SITE MATERIALS AND METHODS OF CONSTRUCTION TO MEET THE CURRENT STANDARDS AND SPECIFICATIONS OF THE CITY OF CREVE COUER, MODOT AND M.S.D. THE CITY OF CREVE COUER, MODOT AND M.S.D. MODOT AND M.S.D. 5.) ALL GRADED AREAS SHALL BE PROTECTED FROM EROSION BY EROSION CONTROL DEVICES AND/OR ALL GRADED AREAS SHALL BE PROTECTED FROM EROSION BY EROSION CONTROL DEVICES AND/OR SEEDING AND MULCHING AS REQUIRED BY THE CITY OF CREVE COEUR AND MODOT. THE CITY OF CREVE COEUR AND MODOT.  AND MODOT. 6.) PRIOR TO BEGINNING ANY WORK ON THE SITE, THE SUBCONTRACTOR SHALL CONTACT THE GENERAL PRIOR TO BEGINNING ANY WORK ON THE SITE, THE SUBCONTRACTOR SHALL CONTACT THE GENERAL CONTRACTOR FOR SPECIFIC INSTRUCTIONS RELEVANT TO THE SEQUENCING OF WORK. 7.) GRADING CONTRACTOR SHALL INSTALL SILTATION CONTROL PRIOR TO STARTING THE GRADING.  GRADING CONTRACTOR SHALL INSTALL SILTATION CONTROL PRIOR TO STARTING THE GRADING.  ADDITIONAL SILTATION CONTROL DEVICES SHALL BE INSTALLED AS DIRECTED BY THE CITY OF CREVE THE CITY OF CREVE COUER AND MODOT.  AND MODOT. 8.) ALL FILLS AND BACKFILLS SHALL BE MADE OF SELECTED EARTH MATERIALS, FREE FROM BROKEN ALL FILLS AND BACKFILLS SHALL BE MADE OF SELECTED EARTH MATERIALS, FREE FROM BROKEN MASONRY, ROCK, FROZEN EARTH, RUBBISH, ORGANIC MATERIAL AND DEBRIS. 9.) GRADING CONTRACTOR SHALL KEEP EXISTING ROADWAYS CLEAN OF MUD AND DEBRIS AT ALL TIMES. GRADING CONTRACTOR SHALL KEEP EXISTING ROADWAYS CLEAN OF MUD AND DEBRIS AT ALL TIMES. 10.) PROPOSED CONTOURS SHOWN ARE FINISHED ELEVATIONS ON PAVED AREAS. 11.) ALL GRADING AND DRAINAGE TO BE IN CONFORMANCE WITH THE CITY OF CREVE COUER AND ALL GRADING AND DRAINAGE TO BE IN CONFORMANCE WITH THE CITY OF CREVE COUER AND THE CITY OF CREVE COUER AND  AND M.S.D.  12.)  SIDEWALKS ALONG THE ACCESSIBLE ROUTE SHALL NOT HAVE A SLOPE EXCEEDING 1'V:20'H.  SIDEWALKS ALONG THE ACCESSIBLE ROUTE SHALL NOT HAVE A SLOPE EXCEEDING 1'V:20'H.  SLOPES GREATER THAN 1'V:20'H MUST BE DESIGNED AS A RAMP.  SIDEWALKS TO BE CONSTRUCTED TO ST. LOUIS COUNTY ADA STANDARDS. 13.)  SIDEWALKS, CURB RAMPS, RAMPS AND ACCESSIBLE PARKING SPACES SHALL BE CONSTRUCTED IN SIDEWALKS, CURB RAMPS, RAMPS AND ACCESSIBLE PARKING SPACES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE CURRENT APPROVED "AMERICANS WITH DISABILITIES ACT ACCESSIBILITY GUIDELINES" (ADAAG) ALONG WITH THE REQUIRED GRADES, CONSTRUCTION MATERIALS, SPECIFICATIONS AND SIGNAGE.  IF ANY CONFLICT OCCURS BETWEEN THE ADAA GUIDELINES AND THE INFORMATION ON THE PLANS, THE ADAA GUIDELINES SHALL TAKE PRECEDENCE AND THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER PRIOR TO ANY CONSTRUCTION. 14.)  NO GRADE SHALL EXCEED 3(H):1(V) UNLESS JUSTIFIED BY GEOTECHNICAL REPORT THAT HAS BEEN NO GRADE SHALL EXCEED 3(H):1(V) UNLESS JUSTIFIED BY GEOTECHNICAL REPORT THAT HAS BEEN APPROVED BY THE CITY OF CREVE COEUR. THE CITY OF CREVE COEUR. . 15.)  STORM WATER SHALL BE DISCHARGED AT AN ADEQUATE NATURAL DISCHARGE POINT.  SINKHOLES STORM WATER SHALL BE DISCHARGED AT AN ADEQUATE NATURAL DISCHARGE POINT.  SINKHOLES ARE NOT ADEQUATE NATURAL DISCHARGE POINTS. 16.) ALL LANDSCAPED AREAS TO BE FILLED WITH A MINIMUM OF 6" OF TOPSOIL. 17.)  ALL LANDSCAPED AREAS DISTURBED BY OFF-SITE WORK SHALL BE IMMEDIATELY SEEDED OR ALL LANDSCAPED AREAS DISTURBED BY OFF-SITE WORK SHALL BE IMMEDIATELY SEEDED OR SODDED, AS DIRECTED BY THE CITY OF CREVE COEUR OR MODOT UPON COMPLETION OF WORK IN THE CITY OF CREVE COEUR OR MODOT UPON COMPLETION OF WORK IN OR MODOT UPON COMPLETION OF WORK IN THE AREA AFFECTED. 18.)  ADEQUATE TEMPORARY OFF-STREET PARKING FOR CONSTRUCTION EMPLOYEES SHALL BE PROVIDED.  ADEQUATE TEMPORARY OFF-STREET PARKING FOR CONSTRUCTION EMPLOYEES SHALL BE PROVIDED.  PARKING ON NON-SURFACED AREAS SHALL BE PROHIBITED IN ORDER TO ELIMINATE THE CONDITION WHEREBY MUD FROM CONSTRUCTION AND EMPLOYEES' VEHICLES IS TRACKED ONTO THE PAVEMENT CAUSING HAZARDOUS ROADWAY AND DRIVEWAY CONDITIONS. 19.)  ALL SEWER CONSTRUCTION AND MATERIALS TO BE IN ACCORDANCE WITH THE METROPOLITAN ST. ALL SEWER CONSTRUCTION AND MATERIALS TO BE IN ACCORDANCE WITH THE METROPOLITAN ST. LOUIS SEWER DISTRICT STANDARD CONSTRUCTION SPECIFICATIONS FOR SEWER AND DRAINAGE FACILITIES, (LATEST EDITION). 20.) PARKING CALCULATIONS (PER ZONING SECTION 405.820) PARKING CALCULATIONS (PER ZONING SECTION 405.820) PARKING REQUIREMENTS FOR BANKS For office Developments (including general offices, banks and savings and loans and other finance-related services, and medical and dental offices), the gross leasable floor area shall be interpreted as 85% of the gross floor area of the entire building. GROSS FLOOR AREA - 3,384 sf. x 85% = 2,876 sf. Four (4) parking spaces per one thousand (1,000) square feet of floor area: 2,876/1,000 * 4 = 12 spaces TOTAL = 12 SPACES REQUIRED PARKING PROVIDED ON SITE =  27 SPACES (INCLUDES 2 ADA STALLS) =  27 SPACES (INCLUDES 2 ADA STALLS) 27 SPACES (INCLUDES 2 ADA STALLS) 21.) NO ON-SITE ILLUMINATION SOURCE SHALL BE SO SITUATED THAT LIGHT IS CAST DIRECTLY ON ADJOINING PROPERTIES OR ROADWAYS. ILLUMINATION LEVELS SHALL COMPLY WITH THE REQUIREMENTS OF THE CITY OF CREVE COEUR. THE SITE LIGHTING STANDARDS AND LOCATIONS THE CITY OF CREVE COEUR. THE SITE LIGHTING STANDARDS AND LOCATIONS . THE SITE LIGHTING STANDARDS AND LOCATIONS SHALL BE REVIEWED AND APPROVED PER THE REQUIREMENTS OF THE CITY OF CREVE COEUR. LIGHTING DESIGN SUBJECT TO FINAL DESIGN OF LIGHTING ENGINEER. 22.) LANDSCAPING SHALL COMPLY WITH THE REQUIREMENTS OF THE CITY OF CREVE COEUR. THE CITY OF CREVE COEUR. . 23.) ALL PROPOSED IMPROVEMENTS SHALL BE CONSTRUCTED TO THE CITY OF CREVE COEUR AND ALL PROPOSED IMPROVEMENTS SHALL BE CONSTRUCTED TO THE CITY OF CREVE COEUR AND THE CITY OF CREVE COEUR AND  AND COIUNTY STANDARDS. 24.) ANY SIGNAGE PROPOSED FOR THIS SITE SHALL BE IN COMPLIANCE WITH THE ORDINANCES OF THE ANY SIGNAGE PROPOSED FOR THIS SITE SHALL BE IN COMPLIANCE WITH THE ORDINANCES OF THE THE CITY OF CREVE COEUR. . 25.) DENSITY CALCULATIONS  DENSITY CALCULATIONS  SITE COVERAGE: The area of a non-residential site which is covered by buildings, driveways, parking lots, loading areas, but excluding landscaped and green spaces, plaza, pedestrian circulation and unpaved buffer areas. BUILDING & CANOPY AREA =  4,943 s.f. =  4,943 s.f. PARKING & DRIVE AISLES  = 21,780 s.f.  = 21,780 s.f.  21,780 s.f.    26,723 s.f.±SITE COVERAGE   = 26,723  s.f. / 77,514 s.f. x 100 = 34.5%  = 26,723± s.f. / 77,514 s.f. x 100 = 34.5%26.) FLOOR AREA RATIO (F.A.R.)    FLOOR AREA RATIO (F.A.R.)    3,562 s.f. BUILDING  = 0.05   = 0.05   77,514 s.f. SITE AREA 27.) ALL SIGNS AND BANNERS SHALL BE IN CONFORMANCE WITH ARTICLE VIII, SIGN REGULATIONS OF ALL SIGNS AND BANNERS SHALL BE IN CONFORMANCE WITH ARTICLE VIII, SIGN REGULATIONS OF THE ZONING CODE. THE RELOCATION AND REPLACEMENT OF ALL SIGNS SHALL REQUIRE A PERMIT PER ARTICLE VIII SIGN REGULATIONS.  ANY NON-CONFORMING SIGN AREAS MUST BE DOCUMENTED PRIOR TOT HE REMOVAL AND REPLACEMENT OF THE SIGN.      29.) AN UNDERGROUND IRRIGATION SYSTEM SHALL BE INSTALLED AS REQUIRED PER SEC. 405.540(10). AN UNDERGROUND IRRIGATION SYSTEM SHALL BE INSTALLED AS REQUIRED PER SEC. 405.540(10). 30.) PARKING LOT LIGHTING SHALL BE DOWNCAST AND FULLY SHIELDED IN CONFORMANCE WITH SECTION PARKING LOT LIGHTING SHALL BE DOWNCAST AND FULLY SHIELDED IN CONFORMANCE WITH SECTION 405.680, LIGHTING OF THE ZONING CODE. 31.) ALL SIGNS AND BANNERS SHALL BE IN CONFORMANCE WITH ARTICLE VIII, SIGN REGULATIONS OF ALL SIGNS AND BANNERS SHALL BE IN CONFORMANCE WITH ARTICLE VIII, SIGN REGULATIONS OF THE ZONING CODE. THE RELOCATION AND REPLACEMENT OF ALL SIGNS SHALL REQUIRE A PERMIT PER ARTICLE VIII SIGN REGULATIONS.  ANY NON-CONFORMING SIGN AREAS MUST BE DOCUMENTED PRIOR TOT HE REMOVAL AND REPLACEMENT OF THE SIGN. 32.) THE TRASH ENCLOSURE SHALL BE BUILT OF MATERIALS THAT ARE CONSISTENT WITH THE BUILDING, THE TRASH ENCLOSURE SHALL BE BUILT OF MATERIALS THAT ARE CONSISTENT WITH THE BUILDING, SUBJECT TO THE ZONING ADMINISTRATOR'S APPROVAL.
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LAD6
6” LED Architectural Downlight

PerformanceFeatures & Specifications (cont.) 
New Construction Housing/Plaster Frame 
• Designed for use in non-insulated ceiling where insulation must be kept a

minimum of 3” from the fixture.
• Junction box listed for (8) #12 AWG (four in, four out) 90°C conductors

and thru branch wiring.
• Junction box contains (5) 1/2” knockouts with trade pry-out slots and (4)

Romex cable clamp knockouts.
•Deep collar accommodates ceiling thickness up to 1-1/2”.
• Plaster frame with collar is designed with 20-gauge colled rolled steel,

black-painted
• Universal mounting brackets provide up to 5” vertical adjustment and

accepts 1/2” EMT conduit.
•Additional channel bar, nailer bar and suspended ceiling accessories

available. See accessories.

Installation
• Additional channel bar, nailer bar and suspended ceiling accessories

available  to accommodate a variety of ceiling types.     

Warranty
• LSI LED Fixtures carry a 5-year warranty.
• 1 Year warranty on optional Emergency Battery. Test regularly in

accordance with local codes.

Listing
• cETLus Listed to UL 1598 and UL 8750 standards for 25°C Ambient

applications 
• RoHS Compliant.
• EMI/RFI compliant with FCC 47CFR Part 15 Class B Consumer limits and

Class A Commercial & Industrial. 
• Damp location rated
• Title 24 Compliant.

Electrical Data (Amps)*

Lumen Package

14L

25L

120V

0.12

0.18

208V

0.07

0.11

240V

0.06

0.09

277V

0.05

0.08

32L

41L

0.130.15 0.120.27

0.35 0.20 0.18 0.15

*Electrical Data at 25C (77F)/ Actual Wattage may differ +/-10%

DELIVERED LUMENS* 

              Wattage

2700K CCT 3000K CCT 3500K CCT

*LED Chips are frequently updated therefore values may increase.

Lumen 
Pkg. EfficacyDistribution

Delivered
Lumens Efficacy

Delivered
Lumens

NF  1156 82.6   1156           82.6           1432        102.3           1432         102.3          14

FL  1152         82.3 

WF              1079         77.1         1079            77.1         1337          95.5            1337          95.5            14             

Efficacy
Delivered
Lumens Efficacy

Delivered
Lumens

4000K CCT

14L          SP 1184          84.6        1184           84.6 1467        104.8           1467         104.8          14 

NF  2017 91.7

FL 

WF  

25L          SP 2066         93.9         2066            93.9         2560         116.4           2560        116.4           22 

NF

FL 

WF 

32L          SP         

NF

FL

WF

41L          SP         

1152           82.3          1428         102.0          1428       102.0    14

    2017            91.7         2499         113.6           2499        113.6           22

   2011        91.4          2011           91.4         2492         113.3            2492        113.3           22 

1883         85.6          1883            85.6         2333         106.0            2333       106.0           22

2665         83.3          2665            83.3         3302         103.2            3302      103.2           32

2602         81.3          2602            81.3         3224         100.8           3224        100.8          32

2594         81.1          2594           81.1         3215         100.5            3215        100.5          32

2429         75.9          2429           75.9         3010          94.1             3010         94.1           32

3409         81.2         3409           81.2         4224          100.6           4224        100.6           42

3328         79.2          3328          79.2          4123          98.2             4123         98.2           42

3107         74.0          3107           74.0         3849          91.6            3849          91.6           42

3318         79.0          3318           79.0         4112          97.9             4112         97.9           42

*LED Chips are frequently updated therefore values may change.
Data is based on Haze Reflector.
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LAD6
6” LED Architectural Downlight

Luminaire Ordering Guide

Family/ Size LED Gen
Lumen

Package Voltage Driver Color Temperature CRI Beam Optics6

LAD6 - 6” New Construction4 LED 14L - 1400
25L - 2500 
32L - 3200 
41L - 4100

UNV - 120-277V DIM1 - Dims to 1% 
(0-10V dimming)

30 - 3000K
35 - 3500K
40 - 4000K

Blank - 80 CRI SP - Spot
NF - Narrow Flood
FL- Flood
WF - Wide Flood

TYPICAL ORDER EXAMPLE: LAD6   LED   25L   UNV   DIM1   35   NF   TR6R   HAZ

Description Order Number

WH - White metal trim ring (only compatible w/flangeless trims) 616106

EM - Emergency Battery 658633

C27 - 27" channel bars (pair) 205599

C52 - 52" channel bars (pair) 287522

NB - Nailer bar kt (set of 4) 345989

SCIK - Suspended ceiling installation kit (set of 4 channel bars & 4 T-grid clips) 234808

Accessory Ordering Information (Accessories are field installed)

NOTES:
1. Regressed lens trims are wet location listed. All other trims are rated for damp location.
2. TR6RWW wall wash reflector comes with 40º integrated optic; additional beam optics not 

compatible
3. TR6RFL frosted floating lens comes with integrated white metal trim; accessory white metal 

trim ring not required)
4. Housing can ship ahead of the light engine and reflector
5. 90 CRI requires 55 day leadtime & 100 MOQ; Consult Factory
6. Refer to IES Files for Beam Spread.

Reflector
SF HAZ - Haze semi- di�used

SF SPC - Specular clear

SF HAZ - Haze semi-di�used

HAZ - Haze semi-di�used, white trim ring

SPC - Specular clear, white trim ring

HAZ - Haze semi-di�used Re�ector w/ Frosted Floating Lens, w/ integrated 
white metal trim ring (optional trim ring not compatible)

SPC - Specular Clear Re�ector w/ Frosted Floating Lens, w/ integrated 
white metal trim ring (optional ring not compatible)

HAZ - Haze semi-di�used wall wash re�ector, white trim ring

HAZ - Haze semi-di�used re�ector

HAZ - Hazed semi-di�used

SPC - Specular clear

HAZ - Haze semi-di�used re�ector w/ specular clear regressed lens 
and white trim ring

SPC - Specular clear re�ector w/ specular clear regressed lens and 
white trim ring

TR6R - Open Re�ector

TR6RWW - Wall Wash2

TR6R - Open Re�ector

TR6RFL- Frosted Floating
 Lens3

TR6RWW - Wall Wash2

TR6B - Ba�e

TR6BL - Ba�e w/ Regressed 
Lens1 

TR6RL - Regressed Lens1

WH - White ba�e and white trim ring

BL -  Black Ba�e and white trim ring

WH - White ba�e and white trim ring

BL - Black ba�e and white trim ring

Self-Fange

Flangeless 
(ship standard w/ white 
plastic trim ring)

Finish

158122
Rectangle

158122
Rectangle

158122
Rectangle

158122
Rectangle
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LAD6
6” LED Architectural Downlight

Photometry

Candela Power Distribution

Cone of Light170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

12,000

10,000

8,000

6,000

4,000

2,000

CD: 0

2,000

4,000

6,000

8,000

10,000

12,000

Zonal Lumen Summary 

% FixtureZONE LUMENS

0-10 797 31.2%
10-20 766 29.9%
20-30 611 23.9%
30-40 315 12.3%
40-50 51 2.0%
50-60 14 0.5%
60-70 3 0.1%
70-80 1 0.0%
80-90 1 0.0%
90-100 0 0.0%
0-180 2,560 100.0%

Candela Table 

Degree Vertical Candela

0 11,901
5 10,123

 10 5,266
 15 2,578
 20 1,645
 25 1,309
 30 1,091
 35 426
 40 128
 45 60
 50 32
 55 14
 60 6
 65 3
 70 1
 75 1
 80 0
 85 1
 90 0

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

LAD6-LED-25L-35-SP-TR6R-SF-HAZ
Lumens: 2,560
Watts: 22.2
Efficacy: 115

Candela Power Distribution

Cone of Light170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

5,300

4,417

3,533

2,650

1,767

883

CD: 0

883

1,767

2,650

3,533

4,41

5,300

Zonal Lumen Summary 

% FixtureZONE LUMENS

0-10 445 17.8%
10-20 831 33.2%
20-30 755 30.2%
30-40 375 15.0%
40-50 71 2.9%
50-60 17 0.7%
60-70 4 0.1%
70-80 1 0.1%
80-90 1 0.0%
90-100 0 0.0%
0-180 2,499 100.0%

Candela Table 

Degree Vertical Candela

0 5,233
5 4,982

 10 4,023
 15 2,984
 20 2,165
 25 1,607
 30 1,246
 35 493
 40 180
 45 82
 50 40
 55 16
 60 7
 65 3
 70 2
 75 1
 80 1
 85 0
 90 0

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

LAD6-LED-25L-35-NF-TR6R-SF-HAZ
Lumens: 2,499
Watts: 22.2
Efficacy: 113

Illuminance at a Distance
Center Beam fc Beam Width

2.0'

4.0'

6.0'

8.0'

10.0'

12.0 '

1,306 fc

326 fc

145 fc

81.6 fc

52.2 fc

36.3 fc

1.2'

2.4'

3.6'

4.9'

6.1'

7.3'

1.2'

2.5'

3.7'

4.9'

6.1'

7.4  '

Vert. Spread: 33.8˚ 

Horiz. Spread: 34.1˚ -0˚ H

Candela Power Distribution

Cone of Light
170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

3,300

2,750

2,200

1,650

1,100

550

CD: 0

550

1,100

1,650

2,20

2,750

3,300

Zonal Lumen Summary 

% FixtureZONE LUMENS

0-10 304 12.2%
10-20 773 31.0%
20-30 8475 34.0%
30-40 443 17.8%
40-50 99 4.0%
50-60 19 0.8%
60-70 4 0.2%
70-80 2 0.1%
80-90 1 0.0%
90-100 0 0.0%
0-180 2,492 100.0%

Candela Table 

Degree Vertical Candela

0 3,271
5 3,236

 10 3,071
 15 2,780
 20 2,315
 25 1,812
 30 1,415
 35 624
 40 257
 45 120
 50 52
 55 18
 60 7
 65 4
 70 2
 75 1
 80 1
 85 0
 90 0

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

LAD6-LED-25L-35-FL-TR6R-SF-HAZ
Lumens: 2,492
Watts: 22.2
Efficacy: 112

Illuminance at a Distance
Center Beam fc Beam Width

2.0'

4.0'

6.0'

8.0'

10.0'

12.0 '

818 fc

204 fc

90.9 fc

51.1 fc

32.7 fc

22.7 fc

2.0'

4.1'

6.1'

8.1'

10.2'

12.2'

2.1'

4.1'

6.2'

8.3'

10.4'

12.4  '

Vert. Spread: 54.0˚ 

Horiz. Spread: 54.8˚ -0˚ H

Illuminance at a Distance
Center Beam fc Beam Width

2.0'

4.0'

6.0'

8.0'

10.0'

12.0 '

2,975 fc

744 fc

331 fc

186 fc

119 fc

82.6 fc

0.7'

1.3'

2.0'

2.6'

3.3'

3.9'

0.7'

1.3'

2.0'

2.6'

3.3'

3.9'

Vert. Spread: 18.5˚ 

Horiz. Spread: 18.5˚ -0˚ H

158122
Rectangle
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6” Recessed Downlight Reflectors

TR6R - Open Reflector
Self-Flange or Flangeless
HAZ - Haze semi-diffused 
SPC - Specular clear

TR6RWW -  Wall wash w/ Kick reflector
Self-Flange or Flangeless
HAZ - Haze semi-diffused

TR6RFL - Frosted floating lens
Flangeless
HAZ - Haze semi-diffused
SPC - Specular clear
Integrated white metal trim ring

TR6B - Baffle
Flangeless
HAZ - Haze semi-diffused reflector 
Choice of white or black baffle

TR6BL -  Baffle w/ regressed lens
Flangeless
HAZ - Haze semi-diffused
SPC - Specular clear
Choice of white or black baffle
Wet Location listed

TR6RL -  Regressed lens w/specular clear reflector
Flangeless 
HAZ - Haze semi-diffused 
SPC - Specular clear 
Wet Location Listed

LAD6
6” LED Architectural Downlight

Photometry (cont.)

Candela Power Distribution
Cone of Light170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

2,300

1,917

1,533

1,150

767

383

CD: 0

383

767

1,150

1,533

1,917

2,300

Zonal Lumen Summary 

% FixtureZONE LUMENS

0-10 203 8.7%
10-20 532 22.8%
20-30 754 32.3%
30-40 558 23.9%
40-50 218 9.4%
50-60 53 2.3%
60-70 10 0.4%
70-80 4 0.2%
80-90 1 0.0%
90-100 0 0.0%
0-180 2,333 100.0%

Candela Table 

Degree Vertical Candela

0 2,204
5 2,176

 10 2,044
 15 1,885
 20 1,752
 25 1,642
 30 1,502
 35 820
 40 473
 45 277
 50 135
 55 48
 60 18
 65 9
 70 5
 75 3
 80 2
 85 1
 90 0

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

LAD6-LED-25L-35-WF-TR6R-SF-HAZ
Lumens: 2,333
Watts: 22.2
Efficacy: 105

Illuminance at a Distance

Center Beam fc Beam Width

2.0'

4.0'

6.0'

8.0'

10.0'

12.0 '

515 fc

138 fc

61.2 fc

34.4 fc

22.0 fc

15.3 fc

2.6'

5.3'

7.9'

10.5'

13.1'

15.8'

2.6'

5.3'

7.9'

10.5'

13.1'

15.8  '

Vert. Spread: 66.6˚ 

Horiz. Spread: 66.6˚ -0˚ H

jporcelli
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